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EXTERIOR led lighting

Bright LEDs Designed For Auxiliary or 
Secondary Warning Lights

XT4™
 LED SERIES 

XT402AA

XT4A

XT4BA

XT4DS with XT4RUBZ Rubber Bezel*

Accessories
Model	 Description
XT4LBKT	 90° L-bracket
SNPLBKT	 Universal Snow Plow Bracket
XT4DRUBZ	 Rubber Bezel for XT4DS
XT4-DL2	 Dual Stack Bracket
XT4MMNT	  XT4 Mirror Bumper Mount
XT4CHMBZ	 Chrome Bezel for Single Head
XT4RUBZ	 Rubber Bezel for Single Head
XT4DSCHMBZ	 XT4 Dual Stack Chrome Bezel

Standard Models

XT4 LED Single Split Lighthead, (.25 lbs, .5 Average Amp Draw)
Model	 LED Color	 LED Color	 No. of Heads
XT4AA	 Amber	 Amber	 1
XT4AW	 Amber	 White	 1
XT4BA	 Blue	 Amber	 1
XT4BB	 Blue	 Blue	 1
XT4RA	 Red	 Amber	 1
XT4RR	 Red	 Red	 1
XT4RW	 Red	 White	 1
XT4WW	 White	 White	 1

XT4 LED Dual Lightheads, (1.4 lbs, .5 Average Amp Draw)

XT402AA	 Amber	 Amber	 2
XT402BB	 Blue	 Blue	 2
XT402RR	 Red	 Red	 2
XT402RA	 Red	 Amber	 2

XT4 LED Quad Lightheads (.5 lbs, .5 Average Amp Draw)

XT404AAAA	 Amber (2)	 Amber (2)	 4
XT404BBBB	 Blue (2)	 Blue (2)	 4
XT404RRAA	 Red (2)	 Amber (2)	 4
XT404RRWW	 Red (2)	 White (2)	 4
XT404BBWW	 Blue (2)	 Blue (2)	 4
XT404RRRR	 Red (2)	 Red (2)	 4

XT4DS Dual Stack Lighthead (.7lbs, .5 Average Amp Draw) 
XT4DS-A	 Amber (4)	 Amber (4)	 2 
XT4DS-B	 Blue (4)	 Blue (4)	 2 
XT4DS-R	 Red (4)	 Red (4)	 2 
XT4DS-W	 White (4)	 White (4)	 2 
XT4DS-RW	 Red (2)	 White (2)	 2 
XT4DS-AB	 Amber (2)	 Blue (2)	 2 
XTDS-AW	 Amber (2)	 White (2)	 2 

* Rubber Bezel is designed to flush mount lightheads in 12-14 gauge metal.

Design Features
Clear Lens with Red, Blue, Amber, Green or White LEDs

Shock Resistant and Weather Protected for Interior and Exterior 
Use

Potted Circuit Board

Attached Mounting Bracket on XT402

Synchronized Flash Pattern Between Lightheads Standard and with 
LED Hide-A-Blasts

XT4, XT402: 22 Flash Patterns

Available in One and Two Color Combinations

Rubber Bezel Available for XT4DS and XT4

Specifications

XT4: 4.52” L x 1.3” H x 1.0” D

XT402: 9.875” L x 1.25” H x 1.20” D

XT404: 19”L x 1.25”H x 2.0” D

XT4DS: 5.5”L x 2.75” H x 1” D (with bezel)  
4.6” L x 2.3 H x 1” D (without bezel)

(Add 1.75” to length for brackets)

12 Volt/24 Volt

5 Year LED Warranty

All SAE J595, SAE J845, Class I

Red & Blue LEDs meet and California Title 13

Standard Models

XT4MC MultiColor Lighthead (.7lbs, .5 Average Amp Draw) 
XT4MCRW	 Red	 White	 1 
XT4MCRA	 Red	 Amber	 1 
XT4MCBW	 Blue	 White	 1 
XT4MCBA	 Blue	 Amber	 1 
XT4MCAW	 Amber	 White	 1

XT4S Steady Burn Lighthead (.7lbs, .5 Average Amp Draw) 
XT4S-RR	 Red	 Red	 1 
XT4S-BB	 Blue	 BlueAmber	 1 
XT4S-AA	 Amber	 Amber	 1 
XT4S-WW	 White	 White	 1


